
 
 

 
 



Per 2020 Minnesota State Fire Code 
 

1. A commercial ventilation hood is required if grease-laden vapors are produced. (319.4) 
2. Cooking equipment shall be protected by an automatic fire extinguishing system. (319.4.1) 
3. A 2A:10BC portable fire extinguisher is required. (319.4.2) 
4. Cooking oil tank 120-gallon maximum, “listed”, and vented- normal and emergency. (319.6) 
5. Propane tank maximum 200 lbs. and “restrained”. (319.8.2) 
6. Propane piping protected from damage. (319.8.4) 
7. “Listed” propane alarm required. (319.8.5) 
8. Compressed Natural Gas (CNG) requirements. (319.9) 
9. Hood and ducts kept clean of grease. (319.10.1) 
10. Fire protection systems maintained operable condition per 901.6. 
11. Propane container inspected annually by an approved inspection agency registered with the U.S. 
12. A permit is required for mobile food preparation vehicles equipped with appliances that produce 

smoke or grease-laden vapors. (105.6.30) 
 

Please follow the link below to fill out your Mobile Food Truck 
Application 

 
 

https://forms.maplegrovemn.gov/Forms/FDFoodTruck 

https://forms.maplegrovemn.gov/Forms/FDFoodTruck

